BENNE CLAIRE-VOIE
Skeleton bucket

N

Avec Contre-lame boulonnée et grappin optimal
With bolted counter plate and optimal grapple

CARACTERISTIQUES :
> Largeur : de 1,50m a 2,50m

> Structure haute résistance en fers ronds acier
@25mm, espacés de 60mm

> Lame d’'attaque en 250x30mm
> Existe aussi sur demande :

- espacement de 46mm en @25mm
- espacement de 85mm en @30mm
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Idéale pour retirer les pierres des champs,
trier et nettoyer - puissance de 80 a 140 cv

Ideal for removing stones from fields, sorting and
cleaning - power from 80 to 140 hp
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CHARACTERISTICS:

> Width from 1,50m to 2,50m
> High resistance structure in steel round irons 825mm,

separated by 60mm

> Toe plate in 250x30mm

> Also available on request:
- Spacings of 46mm in 825mm
- Spacings of 85mm in 830mm
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boulonnée 250x30mm

> Grappin dents soudées
1 ou 2 parties

> Joues surélevées arrondies
> Porte dents et dents soudés

OPTIONS:

> Bolted Counter plate Kit
250x30mm

> Grapple welded teeth
1 or 2 parts

> Raised rounded side plates

> Tooth holder and welded
teeth

— Votre concessionnaire :

I  www.lamy-les-constructeurs.com



